
Type

Nominal power

Power transmitted to the central heating

Temperature range

Minimum temperature of the return line

Width (B)

Height (H)

Length (L)

Flue gas exit height (A)

Flow line height (D)

Return line height (C)

Total weight of the boiler

Flow / Return (F) (inch)

Fill / Drain tap (inch)

Flue gas diameter (E)

Necessary draught

Boiler water volume

Upper door size

Lower door size

TEMY ES 10

10 KW

8 KW

60-80°C

60°C

445 mm

790 mm

770 mm

615 mm

740 mm

220 mm

108 kg

1"

1/2"

Ø 118 mm

13 Pa

25 lit

258 x 196 mm

258 x 92 mm

TEMY ES 15

15 KW

11 KW

60-80°C

60°C

565 mm

830 mm

880 mm

645 mm

770 mm

225 mm

151 kg

1"

1/2"

Ø 128 mm

14 Pa

40 lit

258 x 196 mm

258 x 92 mm

TEMY ES 25

25 KW

19 KW

60-80°C

60°C

620 mm

880 mm

970 mm

695 mm

820 mm

225 mm

182 kg

1"

1/2"

Ø 148 mm

15 Pa

60 lit

258 x 196 mm

258 x 92 mm

AFFORDABLE COMPACT SIZE KITCHEN-BOILER 
WITH FLUE-GAS EXIT ON THE BACK-SIDE

TEMY ES 10-15-25

A+++

A++

A+
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